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Step 1.  

Take out the U-shaped frame as shown in the figure below, and use wooden blocks to raise 

the U-shaped frame by about 15 cm to keep the frame stable: 
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Step 2. 

Take out the four actuators, find the number of each axis as follows: 
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Step 3. 

 Place and mount the axis to the U-shaped frame in order one by one. Each axis use four 

M8X16 screws to fix, a total of 16 screws.  
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Step 4. 

Take out the ladder frame and install it on the main frame. Install 2 screws (M8*16) on each 

side, a total of 4 screws. The installation diagram is as follows： 
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Step 5. 

Take out the two seat brackets and the footrest bracket, and install them on the U-shaped 

frame in order, as shown below: 

 

 

 

 

 

 

 

Step 6: 

Check the 28 M8 screws installed in steps 3 to 5 and make sure they are all tightened. 

 

 

 

 

 

So far, we have completed the installation of the 3DOF platform body. 
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Cables connection Instruction 

The D-Mover platforms have the simplest power cord plug-in system in the world. Please 

see the power controller's socket interface as shown below: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. The 8 "O"s represent 8 axis channels. Depending on the number of actuators on the 

platform you purchased, you can plug in any corresponding number of sockets. There is no 

order for these sockets. 

2. "E" represents the emergency stop switch socket. 

3. "C" represents the control socket. 

If you plug in the wrong socket, you will not be able to connect, so don't worry about 

connecting the wrong wire. 

When the power indicator and the emergency stop switch indicator are both on, it means 

that the power is ready. If the power indicator is on and the emergency stop switch is not 

on, please turn the emergency stop switch clockwise to release it. 

 

 

 


